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SECTION 07 27 26
FLUID-APPLIED MEMBRANE AIR BARRIERS

PART 1 - GENERAL

1.1 DESCRIPTION:
This section specifies fluid-applied vapor-permeable membrane air-—
barrier.

1.2 DEFINITIONS:

A. Air-Barrier Material: A primary element that provides a continuous
barrier to the movement of air.

B. Air-Barrier Accessory: A transitional component of the air barrier
that provides continuity.

C. Air-Barrier Assembly: The collection of air-barrier materials and
accessory materials applied to an opaque wall, including joints and
junctions to abutting construction, to control air movement through the
wall.

1.3 SUBMITTALS:

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT
DATA, AND SAMPLES.

B. Manufacturer's Literature and Data:

1. Fluid-applied membrane air-barrier.
2. Printed installation instructions.

C. Qualification Data: For installer.

D. Certificates: From air barrier manufacturer, certifying compatibility
of air barriers and accessory materials with project materials that
connect to, or come in contact with, the barrier.

E. Product Reports: For air barrier assembly, for tests performed by a
qualified testing agency.

1.4 PRODUCT DELIVERY, STORAGE AND HANDLING:

A. Deliver materials to job in manufacturer's original unopened containers

with brand name marked thereon.
1.5 APPLICABLE PUBLICATIONS:

A. The publications listed below form a part of this specification to the
extent referenced. The publications are referenced by basic designation
only.

B. American Society for Testing and Materials (ASTM):

E96/E96M. . ..o,
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PART 2 - PRODUCTS

2.1 VAPOR-PERMEABLE MEMBRANE AIR-BARRIER

A. Fluid-Applied, Vapor-Permeable Membrane Air Barrier: Elastomeric,

modified bituminous membrane.
1. Physical and Performance Properties:
a. Air Permeance: Comply with ASTM E 2178.
b. Vapor Permeance: Comply with ASTM E 96/E96M.
2.2 ACCESSORY MATERIALS:

A. General: Accessory materials recommended by air-barrier manufacturer
to produce a complete air-barrier assembly and compatible with primary
air-barrier material as recommended by manufacturer.

PART 3 - EXECUTION
3.1 PREPARATION:

A. Examine substrates, areas, and conditions, with Installer present, for
compliance with requirements and other conditions affecting performance
of the Work.

1. Verify that substrates are sound and free of o0il, grease, dirt,
excess mortar, or other contaminants.

B. Proceed with installation only after unsatisfactory conditions have
been corrected.

3.2 SURFACE PREPARATION:

A. Clean, prepare, treat, and seal substrate according to manufacturer’s
written instructions. Provide clean, dust-free, and dry substrate for
air-barrier application.

B. Mask off adjoining surfaces not covered by air barrier to prevent
spillage and overspray affecting other construction.

C. Remove grease, 0il, bitumen, form-release agents, paints, curing
compounds, and other penetrating contaminants or film-forming coatings
from concrete.

3.3 FLUID AIR-BARRIER MEMBRNE INSTALLATION

A. General: Apply fluid air-barrier material to form a seal with strips
and transition strips and to achieve a continuous air barrier according
to air-barrier manufacturer’s written instructions. Apply fluid air-
barrier material within manufacturer’s recommended application
temperature ranges.

B. Membrane Air Barriers: Apply a continuous unbroken air-barrier

membrane to substrates according to the following thickness. Apply
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air-barrier membrane in full contact around protrusions such as masonry
ties.
1. Vapor-Permeable Membrane Air Barrier: Total dry film thickness
as recommended in writing by manufacturer to meet performance
requirements, but not less than 40-mil (1.0-mm) dry film thickness.
3.3 PROTECTION:

A. Protect air barrier from exposure to UV light and harmful weather
exposure as required by manufacturer. If exposed to these conditions
for more than 60 days, remove and replace air barrier or install
additional, full-thickness, air-barrier application after repairing and
preparing the overexposed membrane according to air-barrier
manufacturer’s written instructions.

B. Clean spills, stains, and soiling from construction that would be
exposed in the completed work using cleaning agents and procedures
recommended by manufacturer of affected construction.

C. Remove masking materials after installation.
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